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INSTALLATION INSTRUCTIONS 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1 1 FRONT BUMPER ASSEMBLY PRY TOOL 

2 2 LED MOUNTING TAB (ONLY INCLUDED WITH 59-80025 & 59-80055) 18MM SOCKET 

3 4 M6 BUTTON HEAD SCREW (ONLY INCLUDED WITH 59-80025, 59-

80055, & 59-80085) 

18MM WRENCH 

4 4 M6 SERRATED FLANGE NUT (ONLY INCLUDED WITH 59-80025, 59-

80055, &59-80085) 

16MM SOCKET 

5 8 M10 FLAT WASHER (BLACK ZINC) 16MM WRENCH 

6 8 M10 SPLIT LOCK WASHER (BLACK ZINC) RATCHET 

7 4 M10 HEX HEAD CAP SCREW (BLACK ZINC) ALLEN WRENCH 

8 4 M10 HEX NUT (BLACK ZINC) 7MM SOCKET 

9 (4) (12*) M4 HEX NUT (BLACK ZINC) *Full-width has 8 more than Stubby  

10 (4) (12*) SMALL M4 FLAT WASHER (BLACK ZINC) *Full-width has 8 more than 

Stubby 

 

11 (4) (12*) M4 SPLIT LOCK WASHER (BLACK ZINC) *Full-width has 8 more than 

Stubby 

 

12 4 M4 SHORT BUTTON HEAD SCREW (BLACK ZINC)   

13 8 M4 LONG BUTTON HEAD SCREW (BLACK ZINC) (Only included with 

59-80035, 59-80045 & 59-80055)  

 

14 8 NYLON SPACER (Only included with 59-80035, 59-80045 & 59-80055)   

15 1 RUBBER GROMMET (Only used with 59-80015 & 59-80045)   

16 8 LARGE M4 FLAT WASHER  

ANTI-SEIZE LUBRICANT MUST BE USED ON ALL STAINLESS STEEL FASTENERS TO PREVENT THREAD DAMAGE AND GALLING 

CONTENT 

WJ2 Front Stubby And Full-Width Bumper 

APPLICATION:  

 2007-2018 Jeep Wrangler JK 

 2018 And Up Jeep Wrangler JL (Stubby only) 

PART NUMBER:  
59-80005, 59-80015, 59-80025, 59-80035, 59-80045, 59-80055, 59-80065, 

59-80075, 59-80085 

PROCEDURE 

1. Remove contents from box, verify if all parts listed are present and free from damage.  

Carefully read and understand all  instructions before attempting installation. 

Failure to identify damage before installation could lead to a rejection of any claim. 

ITEM 1 (LED) ITEM 2 

FULL WIDTH STUBBY 

ITEM 1 (BULL BAR) 
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2. Remove Stock Bumper 

a. Remove plastic valence underneath factory front bumper. Note: Use a pry tool to remove the clips holding it in place. 

b. Disconnect all electrical connections to the stock front bumper. 

c. Remove the eight bolts fastening the stock bumper to the frame. See Figure 1.  

Note: For JL, the Support Bracket Bolt on each side will need to be loosened. See Figure 4. 

3. Loosely install front bumper assembly (1) using the supplied M10 hardware (5-8) according to Figures 2-3. Note: Driverôs 

side shown in Figures 2 & 3. Tighten M10 hardware to 30-35 ft-lbs. 

4. Install winch per winch manufacturerôs instructions. 

Fig. 2 

Fig. 1 Remove eight bolts from the two plates indicated 

Fig. 3 

Fig 4 


