
*Please Note*
If you are unfamiliar with the installation pro-
cesses, professional installation is highly rec-

ommended.

INSTALLATION GUIDE:
PRO-YD-TYA074D-DRL (ALL COLORS)

1) The bumper will need to be removed for this head 
light install. Begin by opening your hood and 
locating the 6 plastic fasteners on the grill that hold 
the bumper in place, use the panel popper or flat-
head to remove these.

3) Before the bumper can be fully removed there 
are a total of 8 10mm bolts that need to be 
removed from the bottom, 4 per side. Using the 
10mm socket, extension and ratchet unscrew the 
bolts from there mounting. Note: there will be 2 
bolts hidden behind the splash guard pull it down 
to expose these bolts as shown.

4) Remove the bumper by carefully popping it out of 
place to remove the head lights. Now that the bumper 
has been removed, again using the 10mm socket, 
extension and ratchet unscrew the 3 bolt from there 
mounting. One bolt will be hidden in the head light 
plastic mounting as shown.

2) Once the plastic fasteners have been removed you 
will need to locate the 2 10mm bolts on both sides of 
the bumper. Using the 10mm socket, extension and 
ratchet unscrew the bolt from it mounting. 



7)Next, seat the head light snug onto the vehicle 
positioning it to line up with its bolt and mounting 
holes.Taking the 10mm socket, extension and 
ratchet screw the 3 10mm bolts back into the 
mounting tabs and holes securing the head light to 
the vehicle.

Congratulations on completing the installation for 
your new Spyder head lights for the 2007-11 
Toyota Yaris 4-door Sedan.

8) Replace the 8 10mm bolts securing the bumper 
and the slash guard to the frame. Be sure to start 
with the 2 10mm bolts that are hidden by the 
guard first. 

9) Replace the 6 plasting fastener on the grill area, 
push them down firmly to secure them inplace. 

5) In order to remove the head lights you will need to 
unhook its wiring harness. Gently pull out the sockets 
from the head light and connector. Once you have 
removed the harness insert them into the clips 
provided on your new Spyder head lights, make sure 
the connection is secure, give it a little tug.

6) On your Spyder head light you will find loose red 
and black wires and loose white and black wires. You 
will need to wires these into your 12v parking or 
ignition wires. Red and White for power and Black 
for ground. You can hard wires them or use splice 
connecters. 



For further help with installation, please watch our installation video. Follow the direct 
link below to our YouTube channel for more information.
http://www.youtube.com/watch?v=A7hj21oEheE


