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PARTS LIST: 

Qty Part Description Qty Part Description 

1 Bull Bar 6 10-1.5mm x 30mm Hex Bolts 

1 Driver/Left Frame Bracket 12 10mm x 27mm OD x 3mm Flat Washers 

1 Passenger/Right Frame Bracket 6 10mm Lock Washers 

1 Driver/Left Support Bracket 6 10mm Hex Nuts 

1 Passenger/Right Support Bracket 4 8-1.25mm x 25mm Hex Bolts 

1 Driver/Left Bull Bar Mounting Bracket 4 8mm x 24mm OD x 2mm Flat Washers 

1 Passenger/Right Bull Bar Mounting Bracket 4 8mm Lock Washers 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 3" Bull Bar  

Part No. B0035S/B 

 
 
 
 

Fits:  2017-Current              Honda Ridgeline 

 

Passenger/Right Support Bracket 
Passenger/Right 
Frame Bracket 

Driver/Left 

Frame Bracket Driver/Left Support Bracket 

Driver/Left Bull 
Bar Bracket 

Passenger/Right 
Bull Bar Bracket 

THE BULL BAR MAY INTERFERE WITH PARKING SENSORS, PROXIMITY 
SENSORS AND CRUISE CONTROL SENSORS 

         REMOVE CONTENTS FROM BOX. VERIFY ALL PARTS ARE PRESENT. 

         READ INSTRUCTIONS CAREFULLY BEFORE STARTING INSTALLATION. 

         DO NOT OVER TORQUE. STANDARD OPERATING LOAD FOR TIGHTEN   

         BODY MOUNT NUTS & BOLTS VARIES FROM 45 TO 65 FOOT POUND. 

 

60-180 min 

     support@trailfx.com 

      1 866 638 4870 

    POLISHED STAINLESS STEEL ï LIMITED LIFETIME 

    POWDER COATED BLACK ï 3 YEARS 

 

Cutting  
 Required 

Drilling Not 
Required 
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INSTALLATION PROCEDURE:   
 

CUTTING IS REQUIRED. It may be necessary to remove/relocate front license plate and license plate bracket. It is not 

required, but strongly recommended. If local/state law requires a license plate, a license plate relocation kit is available 
separately. 

 

1. Start installation under the front bumper. Carefully remove the large center plastic splash guard under the bumper, 
(Figure 1). NOTE: There may be several two-piece push-in clips holding the splash guard up to the vehicle. Pry the 

center pin of the clip up with a small flat blade screwdriver and remove the entire clip. Pay close attention to the type and 
location of all factory hardware for reinstallation.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2. Remove the factory hex bolt from the bottom of the cross member, (Figure 2). Select the driver/left Support Bracket, 
(Figure 3). Reuse the hex bolt to attach the Support Bracket to the cross member. Snug but do not fully tighten hex bolt at 

this time.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Next, loosen but do not remove the large frame bolt, (Figure 4). Select the driver /left Frame Bracket. Slide the inner 
slotted end of the Frame Bracket under the frame bolt, (Figures 5 & 9). IMPORTANT: Only loosen the frame bolt enough 
to slide the Bracket under the head of the bolt. Do not fully loosen or remove the frame bolt. Do not fully tighten 

hardware at this time.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(Fig 1) Remove plastic splash guard 

Front 

(Fig 2) Driver/left side pictured from below. 
Temporarily remove the factory bolt (arrow)  
 

Front 

(Fig 3) Reuse factory hex bolt to attach 

driver/left Support Bracket to cross member 

Front 

Front 

(Fig 5) Loosen bolt only enough to slide Frame 
Bracket under head of bolt (Driver/left Bracket) 

Loosen but do not remove 

this factory bolt (arrow) 
Front 

(Fig 4) Driver/left side pictured from below. 
Temporarily loosen the factory bolt (arrow)  
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4. Attach the Support Bracket to the inner side of the Frame Bracket with (1) 10mm x 30mm Hex Bolt, (2) 10mm Flat 
Washers, (1) 10mm Lock Washer and (1) 10mm Hex Nut, (Figures 6 & 9). Snug but do not fully tighten hardware at this 

time. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

5. Repeat Steps 2ð4 to install the passenger/right side Brackets. 
 

6. Select the driver/left side Bull Bar Mounting Bracket, (Figure 7). Attach the Bracket to the end of the Bull Bar with (2) 8mm 

x 25mm Hex Bolts, (2) 8mm Lock washers and (2) 8mm Flat Washers. Do not tighten hardware at this time. Repeat to 
attach the passenger/right Bull Bar Bracket to the Bull Bar. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Driver/Left 
Support Bracket 

(Fig 9) driver/left side complete installation 

Front 

(Fig 6) Attach Frame Bracket to Support Bracket 

10mm x 30mm Hex Bolt 
(2) 10mm Flat Washers 
10mm Lock Washer 

10mm Hex Nut 

Front 

Driver/Left 

Support Bracket 

(Fig 9) driver/left side complete installation 

Front 

(2) 8mm x 25mm Hex Bolts 
(4) 8mm Flat Washers 
(2) 8mm Lock Washers 

(2) 8mm Hex Nuts 

(Fig 7) Attach driver/left Bull Bar Bracket to Bull Bar 

Front 
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7. With assistance, attach the Bull Bar and Brackets to the inside of the Frame Brackets with the included (4) 10mm x 30mm 

Hex Bolts, (8) 10mm Flat Washers, (4) 10mm Lock Washers and (4) 10mm Hex Nuts, (Figures 8ð10). Once the Bull Bar 

is fully installed on the vehicle, level, adjust and tighten only the (2) factory hex bolts attaching the Support Brackets, 
(Figures 2 & 3). IMPORTANT: Only tighten the Support Bracket to cross member bolts at this time. Remove the Bull Bar 
and Frame Brackets. Only loosen the larger frame bolts enough to remove frame brackets. Do not fully loosen or 
remove the large frame bolts, (Figure 4). 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

(Fig 8) Attach Bull Bar (with Mounting 

Brackets) to inside of Frame Brackets 

(2) 10mm x 30mm Hex Bolts 
(4) 10mm Flat Washers 
(2) 10mm Lock Washers 

(2) 10mm Hex Nuts 

Front 

Front 

(Fig 10) driver/left side Bull Bar to Brackets 

Driver/Left 
Support Bracket 

(Fig 9) driver/left side complete installation 

Front 

(Fig 2) Driver/left side pictured from below. 
Temporarily remove the factory bolt (arrow)  
 

Front 

(Fig 3) Reuse factory hex bolt to attach 

driver/left Support Bracket to cross member 

Front 


